
1 

 

11/8/2013 

CONTENTS 

Product Overview  .......................................................................................................................... 2 

List of Assembly Components  ........................................................................................................ 4 

General Specifications  ................................................................................................................... 5 

Product Inspection Report (PIR)  .................................................................................................... 6 

Cutting Instructions  ...................................................................................................................... 10 

      Slats  ....................................................................................................................................... 10 

      Motor Tube and Hood  ............................................................................................................ 11 

      Side Rails  ............................................................................................................................... 12 

      Heavy Duty Brackets .............................................................................................................. 14 

      100mm Motor Tube  ................................................................................................................ 15 

Assembly Instructions  .................................................................................................................. 17 

      Felt and Slat Gasket  .............................................................................................................. 17 

      Slat Curtain and Slat Caps  ..................................................................................................... 18 

      End Retention Slat Locks  ....................................................................................................... 20 

      60, 70, 86mm Motor Tube Assembly ....................................................................................... 22 

      Connector Slats ...................................................................................................................... 23 

      Motor Tube Assembly and Side Caps ..................................................................................... 25 

      Hood Top, Back and Face ...................................................................................................... 26 

      100mm Motor Tube Assembly ................................................................................................ 28 

      100mm Motor Tube Hood Top, Back and Face ....................................................................... 31 

      Safety Plate ............................................................................................................................ 33    

Assembly Instructions 

MaestroShieldÈ 
Email: order@maestroshield.com 
www.MaestroShield.com 

 

Copyright É 2013 MaestroShield. All Rights Reserved 



2 

 

11/8/2013 

1 

2 

3 

3 

10 

9 

7 

4 

5 

8 
6 

Product OverviewðHood Assembly 

Hood Assembly Components 

# Component Name 

1 Hood Top and Back 

2 Hood Face 

3 Side Caps 

4 Motor Tube 

5 Motor 

6 Crown 

7 Drive 

8 Motor Mounting Plate 

9 Idler Bearing 

10 Idler Bearing Cradle 
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Motor Tube & Connector Slats 

# Component Name 

1 Motor Tube 

2 Rubber Ring 

3 Connector Slats 

4 Main Slats 

Product OverviewðSlat Curtain and Side Rails 

1 2 

3 
4 

Slat Curtain and Side Rails 

# Component Name 

4 Main Slats 

5 End Retention Slat Locks 

6 Side Rail 
(Shown Here with Cut Out) 

4 

5 

6 

7 

8 

Bottom Slat and Gasket 

# Component Name 

7 Bottom Main Slat 

8 Slat Gasket 
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Component Check List per Shutter Assembly 

P # Included Component Name 

  1 Hood Top and Back 

  1 Hood Face 

  2 Side CapsðOne Right / One Left 

  1 Motor Tube 

  1 Motor 

  1 Crown 

  1 Drive 

  1 Motor Mounting Plate 

  1 Idler Bearing 

  1 Idler Bearing Cradle 

 2 Side RailsðOne Right / One Left 

 Varies Connector Slats 

 Varies Main Slats 

 4 pieces Side Rail Felt 

 2 Rubber Rings 

 1 Slat Gasket 

 2 Plastic Entry Guides 

  Optional: 

 1 Manual Gear Box 

 1 Universal (Required with Manual Gear Box or Motors with Manual Override) 

 1 Pivot and Bell Coupling     OR      Eyelet and Hook 
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General Specifications 

Powder Coating: 
 
Shall conform to AAMA 2605 Publication for 10 year warranty and: 
 

¶ Coating shall be visibly free from flow lines, streaks, blisters or other surface imperfections in  
      the dry-film state on exposed surfaces when observed at a distance of 1m (3 feet) from the  
      metal surface when viewed perpendicular. 
 

¶ Total dry film thickness shall be 30 microns (1.2mil). 
 

¶ Color uniformity: color uniformity shall be consistent with color number supplied between each   
      slat profile and between each assembly. 
 

¶ Gloss:  High gloss = specular gloss value 80 or over. 

1.32mm  ± .12mm 

1.32mm  ± .12mm 

2.8mm  ± .14mm 

5.4mm  ± .18mm 

55.6mm  ± .61mm 

66mm  ± .61mm 

Slat Specifications 

NOTE: Do not scratch or damage Slats during construction/assembly. Slats must be 
free of blemishes. 

Dimensions are mill finish dimensions. 
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Product Inspection ReportðPIR Report  (For full report, see opposite page) 

Fabricators: Must fill in all yellow boxes at top of PIR Report (Excel Document). When 

finished dimensions are inserted, report automatically generates measurements in which to cut 
hood face, hood top and back, motor tube, side rails, connector slats and main slats. Report also 
generates number of  main slats, connector slats, and hole caps needed. 

Knock Down Shutter Assembly: All boxes at top of PIR Report will be filled in at the 

factory. Hood face, hood top and back, motor tube, side rails, connector slats and main slats will 
be pre-cut to size. Report will list number of  main slats, connector slats, and hole caps needed. 

To Determine Hood Size:  

 
Curtain length less than or equal to 61-inches ........................................................  8ò Hood Size* 
Curtain length less than or equal to 110-inches ...................................................... 10ò Hood Size* 
Curtain length less than or equal to 171-inches ...................................................... 12ò Hood Size* 
Curtain length less than or equal to 256-inches ...................................................... 14ò Hood Size** 
Curtain length less than or equal to 343-inches ...................................................... 16ò Hood Size** 
Curtain length less than or equal to 360-inches ...................................................... 18ò Hood Size** 
*MaestroShield Universal Side Cap 
**Custom Size Side Cap 

End Retention Requirements:  

 
End Retention is required for shutters with finished width of 88 3/16ò or larger. 
 
For  shutters with a finished width between 88 3/16ò and 124ò, end retention slat locks are 
required to be installed on the top six main slats, on the bottom six main slats, and on every other 
slat in between 
 
For shutters with a finished width equal to or greater than 124ò, end retention slat locks are 
required on every slat 
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Cutting Instructions 
 
***For Knock Down Shutter Orders, all components are pre-cut in the factory. Proceed to the  
assembly instructions on page 15 

Step 1: Cut Main Slats to specified length on PIR Report. Cut number of Main Slats to 

specifications on PIR Report. 

Length to cut slat # of slats to cut 

Cut Main Slat to specified length 

Step 2: Cut Connector Slats to specified length on PIR Report. Cut number of Connector 

Slats to specifications on PIR Report. 

Length to cut slat # of slats to cut 

Cut Connector Slat to specified length 
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Cut motor to specified length 

Step 3: Cut Motor Tube to specified length on PIR Report. 

Length to cut motor tube 

Step 4: Cut extruded hood top and face (or cut and bend) to specified length on PIR Report. 

Length to cut hood top and face 

Cut 
Hood

 Top
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Step 5B: Before drilling side rails, assure proper orientation of each rail: 

 

¶ Groove is on the front face of side rail 

¶ One rail needs to be oriented for left side; one rail oriented for right side 

Oriented for  
left side rail 

Oriented for  
right side rail 

2 

Step 5A: Cut Side Rails (2 per assembly) to specified length on PIR Report. Refer to PIR 

Report whether to use End Retention or Non-End Retention side rail profile. 

Cut Side Rails (2)  to specified length 

Length to cut slat # of slats to cut 

End Retention 
Side Rail Profile 

Non-End Retention 
Side Rail Profile 


